MHL-1 Universal Hydraulic Lifter
The MHL-1 has been designed to lift and transport evenly shaped objects such as pallets , boxes and pieces of furniture. It’s advantage is the system is completely manually operated so no need for batteries which keeps the product both compact and light so making it easy to transport to site. It also makes the product simple to operate and maintain.
The system comprises of 2 fabricated assemblies which incorporate a hydraulic cylinder and hand pump each assembly also has 2 heavy duty castors to allow it to be easily manoeuvred into position. Each assembly is rated to lift 750kg it’s essential that both assemblies are used together so giving a maximum load capacity of 1,500kg we also recommend that the system is operated by 2 persons for maximum safety, we also recommend that the system is only operated on firm and level ground.
Operating the Lifter: We recommend that the operator reads the instructions below and familiarizes themselves with the product before carrying out any lifting operations.
1- Visually check both assemblies to ensure there is no visible damage and that the nuts and bolts are all fully tightened the castors are in good condition and there are no leaks from the hydraulic system.
2- Check that the weight of what is to be lifted is within the capacity of the lifter 1,500kg max.
3- Check that the item to be lifted is strong enough to be lifted form either end.
4- Check that the centre of gravity of the item being transported is less than 0.7m from the floor to ensure that it is stable to move.
5- Check that the floor / area where the lifter will be operating is level and capable of carrying the load being transported.
6- Position each assembly at the opposing end of the item to be moved and push the lifting lip under the item making sure that end face touches the back of the frame.
7- Place the rachet straps into position, 1 or 2 straps can be used depending on the item being lifted, tighten the straps making sure there is sufficient tension to connect both units together and securing the items being lifted.
8- Check that the lowering valves on the hand pumps are fully closed then from each end operate the hand pumps lifting the item off the ground by 1-2cm, then check around the item to ensure everything is stable, the height can then be adjusted to suit the item being lifted. We do recommend that between 5-6cm is an ideal height for most objects although the system will lift up to 10cm if required.
9- Carefully manoeuvre the item being lifted into the position required and then check around the object to ensure nothing is underneath of in the way before lowering.
10- Slowly open the lowering valves at both ends so allowing the item to rest on the ground, once safe remove the straps and remove each of the lifters 
